334 1/4"

34"
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REVERSE CHANNEL LETTERS
TO PROVIDE HALO EFFECT
USING WHITE LEDS

Mounting Screw with
/ Anchor Appropriate
For Wall Type

1/4-20 Nut Insert

=
Exterior Grade
LED Wire to
Remote
Power Supply

LEDs

<—— .090 Aluminum

Plastic Bushing

[ .063 Precoated White
Aluminum Back

\ N Returns(Channel)

Mounted 1 1/2” Off
Fascia

Remote LED
Power Supply

CROSS SECTION

WESTFIELD FI

HEADQUARTERS

78.92 SQ FT

FABRICATE AND INSTALL QTY-1 SET OF EACH REVERSE CHANNEL LETTERS

TO PROVIDE HALO EFFECT USING WHITE LEDS
FACES - .090 ALUMINUM PAINTED BRUSHED ALUMINUM
RETURNS - 2" .063 ALUMINUM PAINTED BRUSH ALUMINUM
BACKS - 3/16 CLEAR POLYCARBONATE

LEDS - WHITE

INSTALLATION - MOUNTED 1 1/2” OFF FASCIA

WESTFIELD FIRE DEPARTIVIEN1:
HEADQUARTERS

ELEVATION OF BUILDING

RE DEPARTMENT

14"

125 3/8"

52 3/4"

14”

WESTFIELD

FIRIE

STATION

45.92 SQ FT

72"

48"

O

6113/16"

WESTFIELD
FIRE
STATION

81

20.58 SQ FT

3/32”=1"-0"

WORLD SIGN
ASSOCIATES

PROUD MEMBER

wa

1105 E. 181st St.
Westfield, IN 46074
317-807-9009

hustonsigns.com

HUSTONSIGNS

helping you stand out

Do not use for exact color representations. Colors
shown represent design intent only. The design

and proposal are the exclusive property of Huston
Signs, LLC. You may not reproduce, copy, or use this
designer proposal without the written permission

of Huston Signs, LLC.

Copyright © 2020 Huston Signs, LLC.

JOB NAME
WESTFIELD FIRE STATION 81
ADDRESS

WESTFIELD, INDIANA
SALESPERSON

SAMANTHA MILBURN
DESIGNER

SLM

DATE

MAR 17, 2023

FILE NAME

BUILDING LETTERS

PROJECT NOTES

[ | APPROVED AS SUBMITTED
[ | APPROVED WITH CHANGES

[ | NOT APPROVED

SIGNED:

DATE:

RENDERING IS BASED ON ESTIMATED
DIMENSIONS. A FINAL SURVEY MAY
ALTER ILLUSTRATED REPRESENTATION
AND PLACEMENT.

WILL BE WIRED TO 120 VOLT
UNLESS OTHERWISE SPECIFIED.
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